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AERIAL DELIVERY AND FIELD SEVICES TRAINING FACILITY PHASE I

AMENDMENT 5 July 11, 2002

The Documents are amended as follows:

Drawings:

Drawing C403 - B-6, Add the following note: “ Monumental sign, locate on south side of building, at entrance
driveway, in center of the median, see sheet A601 for elevation and details.”
C-3, Change note, “ 3’ High x 12° Long Guard Rail”, to “ 3’-6” High x 12’ Long Guard Rail”
F-4, Change note, “ 2- 12°x 20’ Buildings”, to ““ 2- 12°x 20’ Buildings N.I.C. Provide 6” deep
gravel pad.”
F-4, Add a leader to the 10’ x 15° dumpster pad with enclosure and the following note: “Perimeter
Screen Wall, 6’-0” high, enclose dumpster pad on North, South, and West sides, see similar wall
section 7/A306 for details.”

Drawing C404 - F-4, Change note, “ 2- 12°x 20’ Buildings”, to “ 2- 12°x 20’ Buildings N.I.C. Provide 6” deep
gravel pad.”

Drawing C405 - F-4, Change note, “ 2- 12°x 20’ Buildings”, to “ 2- 12°x 20’ Buildings N.I.C. Provide 6” deep
gravel pad.”

Drawing C406 - F-4, Change note, “ 2- 12°x 20’ Buildings”, to “ 2- 12°x 20’ Buildings N.I.C. Provide 6 deep
gravel pad.”

Drawing C407 - F-4, Change note, “ 2- 12°x 20’ Buildings”, to “ 2- 12°x 20’ Buildings N.I.C. Provide 6” deep
gravel pad.”

Drawing A306 - H-4, Typ. Wall Section 7/A101/A306, Change note, “ 8 CMU w/ #5 @ 1°-0” *, to “Reinforcing:
#5 Bars @ 1>-0” O.C.”

Drawing A308 - D-1-5, Typ. Wall Section 12/A104/A308, Change note, “ Precast Connection”, to
“Precast Connection, See Similar Detail 5/A506, Typ.” Delete note, “Precast slotted insert and
wall anchor typ.” everywhere it occurs this detail. Delete note, “Steel L see Struct. Drawings
Typ.” and Add the following note: “ Cont. shelf angle support, See Similar Detail 5/A506, Typ.”
everywhere it occurs this detail.
F-1-6, Typ. Wall Section 13/A104/A308, Change note, ‘“Precast slotted insert and wall anchor
typ.” to “Cont. shelf angle support, See Similar Detail 5/A506, Typ.” everywhere it occurs this
detail. Delete note, “Steel L see Struct. Drawings Typ.” everywhere it occurs this detail. Delete
note, “Precast bearing connection”.

Drawing A330 - D-5, Enlarged Plan @ Loading Dock 1/A105/A330, Change note, ““ Guard Rail, Typ.”, to “ Guard
Rail, See Similar Detail 5/A507, Typ.”

Drawing A507 - D-6, Exterior Stair Section Detail 5/A507, Add a leader to the 4 dashed lines that project out of
the base of the Guard Rail and into the concrete cap with the following note: “2 - #3 x 1°-4”
Anchors welded to ea. side of 1-3/4” Pipe Sleeve (Galvanized) w/ 4°x4”x1/4” plate(Galvanized)
as base. Extend Pipe Sleeve 6”into concrete cap.”

Drawing S101 - A-2, Add the following note: “For Entrance Canopy foundation and framing between column line
1 & 4 see Architectural Drawing Sheet A614.”
D-6, Footing Schedule, Add, “ F21 7°-0” x 12°-0” x 1’-0” with 9-#5(S) & #6 @ 3”(L) T&B.”
G-3, Delete overlay of text below column line ‘N’ and Add text as follows: “Bottom of Col. Ftg.
(F) shall be elev. 91.5 unless otherwise shown [xx.x]”
“Bottom of Wall Ftg. (WF) shall be elev. 92.0 unless otherwise shown [xx.x]”
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AERIAL DELIVERY AND FIELD SEVICES TRAINING FACILITY PHASE I

Drawing A432 - B-5, Add detail, “ Hoist Assembly Detail”, see below.

Hoist Assembly Detail:
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Specification Section
Section 07416, - Add to end of paragraph 1.5, Sd-02, “Include snow guards in shop dawing submittal.”

Add paragraph 2.3.1, “Snow Guards. Provide approximately 1,860 individual type snow guards.
Locate groups of snow guards on roof above all exterior doors. Snow guards shall be as recommended by the
standing seam metal roof manufacturer. Snow guard color to match metal roof. Snow guards to be adhered to flat
pan areas of metal roof with adhesive.”

Add paragraph 3.5.1,”Snow Guard Spacing. Horizontal spacing shall be approximately 15” o.c.
Space snow guards vertically in two groups of 3 rows each, one group above the other. Space the first/lowest row of
snow guards 15” inside the edge of roof. Space rows 15” apart. Stager the location of the guards on each row. Place
the second group same as the first group but located 6’-0” up roof from the top of the first group.

Section 10800A, - paragraph 3.3, Schedule, Delete “SNV” everywhere it occurs. Change “PTD” to “TTD”
everywhere it occurs.

Amendment- page 2



AERIAL DELIVERY AND FIELD SEVICES TRAINING FACILITY PHASE I

Section 10990, -paragraph 2.6, Add to end of the paragraph “Television mounts shall be located near television
cable outlets in rooms 104, 105, 106, 242, 261, and 266.”

Section 14630A, -paragraph 2.3.5, starting on the 3 line Delete “to take the full run of cable for the required lift
without overlapping, plus a minimum of 2 full wraps of cable when load is on floor. At least one groove shall
remain unused when hook is at the highest position.”

-paragraph 2.1.1, Change “crane” to “hoist”.

-paragraph 2.3.7, Delete all references to “conical”.

-paragraph 2.3.9, Change “Crane” to “System”.

-paragraph 2.4.1.1, Change “two speed” to “one speed”.

-paragraph 2.4.2.1, Delete the last sentence.

-paragraph 2.4.3.1, Add “brake” after “Electric” in the 4™ sentence. Delete the last 2 sentences.

-paragraph 2.4.4, Delete the first 3 sentences.

-paragraph 2.4.4.2.a, Delete the last sentence.

-paragraph 3.3, Change “where indicated on the drawings” to “in the controller in a protective
sleeve”.
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